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Shenzhen Rise Optoelectronics Co.,Ltd(Rise Optoelectronics (HK) Limited)
found In 2006.1t is high-tech enterprisesthat focus on design,produce and sales
of LED outdoor landscape light.

Rise company area is about 3,000 square meters, we always insist on using the
first-class international standard for LED lighting production and testing
processes. Rise has one the top of professional team for R & D design and skill,
who has many advantages of the product design, software design, circuit design,
optical processing, thermal design and others professional led lighting solutions.

With developed for several years. Rise become one of the leader of LED Outdoor
Landscape light industry.

Rise is professional manufacturer of led outdoor light, Product range is: LED
underwater light( Fountain light/pool light), Led underground light, led wall
washer light, led flood light and led dance brick light. For meeting different
projects' request in different installation environment, all lights passed standard
testing, Including security data, water resistance, electrical parameters, optical
parameters, ect. Most of led lights got certificate CE, RoHS ,IP Pate, SGS and
UL. Besides, Rise company also passed ISO9001:2015.

Best products, service and creative solution we supply! Rise undertakes

. OEM/OED service for customers. We hope to establish a close cooperation

ith you to build our green world.
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derwater lamp series

LED 7K JEekT ,
LED Underwater Light

316 stainless steel

Application:

Apply for large swimming pool, pond,square Park fountain or Hotel fountain.
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Environmental Energy-saving Long life & UV Free
protection

Model No.: RS-UW3W316X (88139)
Size: P52 x H79.5mm
Input Vol.: AC/DC12V
Power: 1*3W

Color: Single color/ RGB

Material: 316stainless steel
IP grade: IP68

LA

Model No.: RS-UW9W316X (88101)
Size: P93 x H145mm (max.)
Input Vol.: AC/DC12V
Power: 3*3W

Color: Single color

Material: 316stainless steel
IP grade: IP68
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Model No.: RS-UW9W316X-A (88131)

Size: P81 x H158mm (max.)
Input Vol.: AC/DC12V
Power: 3*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IPG38
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Underwater lamp series _mmEE)  @me) eEse)  mmoe)
316 stainless steel Vprdecian - o

Model No.: RS-UW18W316X (88105)
Size: ®123 x H165mm (max.)

Input Vol.: AC/DC12V

Power: 6*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IP68

Model No.: RS-UW36W316X (88107)

Size: P175 x H230mm (max.)
Input Vol.: AC/DC24V
Power: 12*3W

Color: Single color / RGB
Material: 316stainless steel

IP grade: IP68 o
IO
=
.
M | No.: RS-UW45W316X 107
Model No.: RS-UW27W316X (88102) odel No.: RS-UW45W316X (88107)
Size: ®150 x H170mm (max.) Size: ®175 x H230mm (max.)
Input Vol.: AC/DC12-24V Input Vol.: AC/DC24V
Power: 9*3W Power: 15*3W
Color: Single color / RGB Color: Single color / RGB
Material: 316stainless steel - Material: 316stainless steel
IP grade: IP68 \ IP grade: IP68 _
" MO
= %‘
O[;}nim(r)nnal o
Model No.: RS-UW48W316X (88107)
Model No.: RS-UW27W316X-A (88106) RS-UW64W316X (88107)
Size: ®150 x H185mm (max.) Size: ®175 x H230mm (max.)
Input Vol.: AC/DC12-24V )
Power: 9*3W Input Vol.: AC/DC24V
. * H
Color: Single color / RGB Power: 16*3W (RGB 3in 1)
Material: 316stainless steel 16*4W (RGBW 4 in 1)
IP grade: IP68 Color: RGB / RGBW
Material: 316stainless steel

IP grade: IP68 DY\H\FHQW/W

—
170mm

12-24V 1P68 10°- 90°

Exterior Lighting Input Voltage Electric Shock Outdoor Beam angle

Ambient
Temperature
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Environmental Energy-saving Long life UV Free

316 Stainless Steel protection
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Underwater lamp series

Model No.: RS-FT36W316X (88104)

Size: ®180 x H36mm

Nozzle hole size: P47mm(1.5 NPT)
Input Vol.: AC/DC24V

Power: 12*3W

Color: Single color / RGB

Material: 316stainless steel
IP grade: IP68

Model No.: RS-UW54W316X (88108)
Size: P190 x H250mm (max.)

Input Vol.: AC/DC24V

Power: 18*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IP68

| 36mm
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Model No.: RS-FT27W316X-A (88133)
RS-FT36W316X-A (88133)

Size: ®250 x H59mm
Nozzle hole size: P47mm(1.5 NPT)
Input Vol.: AC/DC12-24V
Power: 9*3W
12*3W
Color: Single color / RGB

Model No.: RS-UW72W316X (88108)
RS-UW96W316X (88108)
Size: 190 x H250mm (max.)
Input Vol.: AC/DC24V
Power: 24*3W (RGB 3in 1)
24*4W (RGBW 4 in 1)
Color: RGB / RGBW

Material: 316stainless steel OO i Material: 316stainless steel
IP grade: IP68 s Lk IP grade: IP68
e

Model No.: RS-FT54W316X (88132)
RS-FT72W316X (88132)

Size: ®290 x H48mm
Nozzle hole size: P65mm (2.0 NPT)
Input Vol.: AC/DC24V
Power: 18*3W
24*3W
Color: Single color / RGB or RGBW

Material: 316stainless steel
IP grade: IP68

Model No.: RS-FT27W316X (88103)

Size: P160 x H36mm
Nozzle hole size: P47mm(1.5 NPT) \somm,
Input Vol.: AC/DC12-24V P
Power: 9*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IP68
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y a 12-24V s 1P68 10°-90° l
Exterior Lighting Input Voltage Electric Shock Outdoor Beam angle Ambient
Temperature
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Environmental Energy-saving Long life UV Free

316 StainleSS Steel protection

Underwater lamp series

Model No.: RS-FT27W316X-B (88135)
RS-FT36W316X-B (88135)

Size: ®184 x H59mm
Nozzle hole size: P47mm(1.5 NPT)
Input Vol.: AC/DC12-24V
Power: 9*3W

12*3W
Color: Single color / RGB

Material: 316stainless steel
IP grade: IP68

Model No.: RS-FT54W316X-A (88134)
RS-FT72W316X-A (88134)

Size: ®222 x H48mm

Nozzle hole size: P65mm (2.0 NPT)

Input Vol.: AC/DC24V

Power: 18*3W ﬁ:{
24*3W

Color: Single color / RGB or RGBW

Material: 316stainless steel
IP grade: IP68

Model No.: RS-UW27W316X-B (88136)

Size: ®103.5x H166mm(max.)
Input Vol.: AC/DC12V DC24V
Power: 9*3W

Color: Single color / RGB
Material: 316stainless steel

IP grade: IP68

Model No.: RS-UW54W316X-A (88137)

Size: ®149*195mm(max.)
Input Vol.:DC24V

Power: 18*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IP68

Model No.: RS-UW36W316X-L (88138)

Size: ®L270*W95*H125mm e
Input Vol.: AC / DC12V DC24V i : ﬁ

Power: 9*4W /9*3W
Color: Single color / RGB or RGBW [ ]

Material: 316stainless steel
IP grade: IP68

Model No.: RS-RP27W316X-FT (88129)

Size: ®200 x H33mm (H95mm include embedded part)
Nozzle hole size: P47mm(1.5 NPT)

Input Vol.: AC/DC12-24V
Power: 9*3W

Color: Single color / RGB
Material: 316stainless steel
IP grade: IP68

®200mm

12-24V 1P68 10°- 90°

Exterior Lighting Input Voltage Electric Shock Outdoor Beam angle Ambient
Temperature



ool Lamp series

Model No.: RS-PAR56-15W (88127)
Size: P290 x H62mMm

Input Vol.: DC12V

LED Source: 75pcs SMD5050

Color: Single color / RGB
Material: ABS + PC cover
IP grade: |IP68

Model No.: RS-PAR56-20W (88126)
Size: P295 x H62mMm

Input Vol.: DC12V

LED Source: 105pcs SMD5050
Color: Single color / RGB

Material: 304stainless steel

IP grade: IP68
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LED I-ﬁground Light

Application:
Application to Green Belt,Park landscape design,Garden pedestrian street Parking area,
Square night view,Bridge and building outdoor decoration, residential areas, Road lighting.

Size: P28 x H55mm
Input Vol.: DC12V
Power: 1W

Model No.: RS-UG1W-M (88231)

Color: Single color @ 28mm
Material: Aluminum .
IP grade: IP67 3
3
‘19 5mm‘
- O - r'/v\\ -20°C~40°C
i 12-24v us P68 ’wu..m.,\ l

Exterior Lighting Input Voltage
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Beam angle

Ambient
Temperature

10



11

Underground lamp series
304 stainless steel

Model No.: RS-UG3W-M (88202)

(One-side light cover for optional)

Size: ®62 x H50mm
Input Vol.: AC/DC12V

Power: 1*3W
Color: Single color
Material: 304 Stainless steel e -

IP grade: IP67 @

wuiog
wuize
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Model No.: RS-UG1W316X (88204)

Size: P52 x H50mm

Input Vol.: DC12V

Power: 1*1W

Color: Single color
Material: 316 Stainless steel
IP grade: IPG7

®52mm
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Environmental Energy-saving Long life §§ UV Free
protection

Model No.: RS-UG3W-PM (88228)
Size: ®130 x HO0OMm

Input Vol.: AC/DC12V

Power: 3*1W

Color: Single color / RGB

Material: 304 Stainless steel Cover + Aluminum body
IP grade: IP67

@130mm

| 1Smm_
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Model No.: RS-UG6W-PM (88229)

Size: ®145 x H90mm

Input Vol.: AC/DC12V

Power: 6*1W

Color: Single color / RGB

Material: 304 Stainless steel Cover + Aluminum body
IP grade: IP67

@145mm
130mm |

@ @ —

100mm

Model No.: RS-UG9W-PM (88230)
RS-UG12W-PM (88230)

Size: P160 x HO0OMm
Input Vol.: 9*1W AC/DC12-24V
12*1W DC24V
Power: 9*1W/12*1W
Color: Single color / RGB
Material: 304 Stainless steel Cover + Aluminum body
IP grade: IP67

5] (6] [¢] [B) (4]

12-24V 1P68 10°- 90°

Exterior Lighting Input Voltage Electric Shock Outdoor Beam angle rompient
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LED Wall Washer light Model No.: RS-WW162W-C (88310)

Size: L1000 x W98 x HO95mm (H180mm with bracket)
Input Vol.: DC36V, AC110-230V

Power: 54*3W

Color: Single color / RGB

Material: Aluminum lamp body + tempered glass

IP grade: IP65

Model No.: RS-WW216W-C (88310)

Size: L1000 x W98 x HO95mm (H180mm with bracket)
Input Vol.: DC36V, AC110-230V

Power: 72*3W

Color: RGBW / RGB

Material: Aluminum lamp body + tempered glass

IP grade: IP65

Application:

Apply to Building,indoor or outdoor light, flooding for the landscape structure to

?utstanding building character. Model No.: RS-WW81W-CS (88311)

Size: L500 x W98 x H95mm (H180mm with bracket)
Input Vol.: DC36V, AC110-230V

Power: 27*3W

Color: Single color / RGB

Material: Aluminum lamp body + tempered glass
IP grade: IP65

Model No.: RS-WW90W-C (88311)

Size: L1000 x W98 x HO95mm (H180mm with bracket)
Input Vol.: DC36V, AC110-230V

Power: 18*5W Cree

Color: 2700-6500K

Material: Aluminum lamp body + tempered glass

IP grade: [P6> Model No.: RS-WW108W-CS (88311)
Size: L500 x W98 x H95mm (H180mm with bracket)
Input Vol.: DC36V, AC110-230V

Power: 36*3W

Color: RGBW / RGB

Material: Aluminum lamp body + tempered glass
IP grade: IP65

{'ﬂ@ﬁﬁﬁ@@_@@ﬁ@@i‘@@ﬂ@@:
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) 12-24V e P68 10°-90°
4 i Input Volt i B I Ambient
-— Exterior Lighting nput Voltage Electric Shock Outdoor eam angle Temrge:g;\u'e
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Model No.: RS-WW18W-B (88306)
RS-WW24W-B (88306)
Size: L1000 x W45 x H62mm(H105mm with bracket)
Input Vol.: DC24V, AC110-230V
Power: 18*1W
24*1W
Color: Single color / RGB
Material: Aluminum lamp body + tempered glass
IP grade: IP65

Model No.: RS-WW36W-B (88304)

Size: L1000 x W45 x H62mm(H105mm with bracket)
Input Vol.: DC24V, AC110-230V

Power: 36*1W

Color: Single color / RGB

Material: Aluminum lamp body + tempered glass
IP grade: IP65

Model No.: RS-WW48W-B (88304)
RS-WW54W-B (88304)
Size: L1000 x W45 x H62mm(H105mm with bracket)
Input Vol.: DC24V, AC110-230V
Power: 12*4W (RGBW 4in 1)
18*3W (RGB 3in 1)
Color: RGB/RGBW
Material: Aluminum lamp body + tempered glass
IP grade: IP65

‘_'.5,1, i B e s st e e R ;uia._!’

Model No.: RS-WW18W-BS (88305)

RS-WW36W-BS (88305)
Size: L500 x W45 x H62mm(H105mm with bracket)
Input Vol.: DC24V, AC110-230V
Power: 18*1W

12*3W (RGB 3in 1)

Color: Single color / RGB
Material: Aluminum lamp body + tempered glass
IP grade: IP65

Model No.: RS-WW9W-BS (88307)
RS-WW12W-BS (88307)

Size: L500 x W45 x H62mm(H105mm with bracket)

Input Vol.: DC24V, AC110-230V

Power: 9*1W/12*1W

Color: Single color / RGB

Material: Aluminum lamp body + tempered glass

IP grade: IP65

2GY 84,
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Environmental Energy-saving UV Free
protection
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LED Landscape Spot Light

Application:
Application to tunnels,stations, airports, shopping malls, billboards, railway stations, public areas,

industrial area,indoor parking lighting.

Model No.: RS-LS3W (88422)

Size: P109 x H145mm

Input Vol.: AC/DC12V, AC110-230V
Power: 3*1W

Color: Single color / RGB

Material: Aluminum
IP grade: IP67

Model No.: RS-LS9W (88424)

Size: 138 x H181mm

Input Vol.: AC/DC12V-24V, AC110-230V
Power: 9*1W

Color: Single color / RGB

Material: Aluminum
IP grade: IP67

Model No.: RS-LS6W(88423)

Size: P125 x H165mm

Input Vol.: AC/DC12V, AC110-230V
Power: 6*1W

Color: Single color / RGB

Material: Aluminum
IP grade: IP67

Model No.: RS-LS12W(88425)

Size: P138 x H181mm

Input Vol.: AC/DC24V, AC110-230V
Power: 12*1W

Color: Single color / RGB

Material: Aluminum
IP grade: IP67

REAE

DJ [ l,,
AN -20"(:1—40 C

10°- 90°

P68

Exterior Lighting

Outdoor Beam angle Ambient
Temperature
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LED fEith kT
LED Garden Spike

Model No.: RS-GS3W (88426)
Size: ®109 x H315mm

Input Vol.: AC/DC12V, AC110-230V
- Power: 3*1W

Color: Single color / RGB

Material: Aluminum
IP grade: IP67

Model No.: RS-GS9W (88428)
Size: P138 x H352mm

Input Vol.: AC/DC12V-24V, AC110-230V
Power: 9*1W

Color: Single color / RGB

Material: Aluminum

IP grade: IP67

Model No.: RS-GS3WA (88426)
Size: ®P109x H364.5mm

Input Vol.: AC90-230V

Power: 3*2W

Color: RGB

Material: Aluminum + PC cover

IP grade: IP66

LED Flood light

Light

R Model No.: RS-GS6W (88427)
S Size: P125 x H335mm
Input Vol.: AC/DC12V, AC110-230V
| Power: 6¥1W

g ‘f-’.i—‘ 4 Color: Single color / RGB
¥ Material: Aluminum
IP grade: IP67

Model No.: RS-GS12W (88429)
Size: 138 x H352mm

Input Vol.: AC/DC24V, AC110-230V
Power: 12*1W

Color: Single color / RGB
Material: Aluminum
IP grade: IP67

D

Environmental
protection
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Energy-saving Long life UV Free

DMX512/RDM iGig{#
DMX512/RDM Accessories

Model No.: RS-DCC-03A(52880096)
DMX512 Constant Current Decoder

Input signal: DMX512

Input Vol.: AC/DC12V-24V

Output current: 350mA/700mA*3channel
Power (max.): 27W/54W(12/24V)
Output Gray Scale: 256 Levels/CH

Size: Dia.60mm*H12mm

Model No.: RS-DCC-03B(52880097)
DMX512 Constant Current Decoder
Input signal: DMX512

Input Vol.: AC/DC12V-24V

Output current: 350mA/700mA*3channel
Power (max.): 27W/54W(12/24V)

Output Gray Scale: 256 Levels/CH

Size: L85*W26*H12mm

Model No.: RS-ACC-03(52880191)

Auto Change Color Constant Current Driver

Input Vol.: AC12V/AC24V

Output current: 350mA/700mA*3channel
Power (max.): 27W/54W(12/24V)
Output Gray Scale: 256 Levels/CH

Size: Dia.47mm*H12mm

Model No.: RS-DCC-04A(52880073)
DMX512 Constant Current Decoder

Input signal: DMX512

Input Vol.: AC/DC12V-24V

Output current: 350mA/700mA*4channel
Power (max.): 36 W/72W(12/24V)
Output Gray Scale: 256 Levels/CH

Size: Dia.70mm*H12mm

Model No.: RS-DCC-04B(52880171)
DMX512 Constant Current Decoder

Input signal: DMX512

Input Vol.: AC/DC12V-24V, DC36V

Output current: 350mA/700mA*4channel
Power (max.): 72W/144W/216W(12/24V/36V)

Output Gray Scale: 256 Levels/CH
Size: L70*W67*H20mm

Model No.: RS-DCV-03A(52880119)
DMX512 Constant Voltage Decoder

Input signal: DMX512

Input Vol.: DC12V/DC24V

Output load: 4A/CH * 3 Channels (Max)
Power (max.): 144W/288W(12/24V)
Output Gray Scale: 256 Levels/CH
Size: L52*W20*H10mm

E

12-24V
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P68 10°- 90°
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Exterior Lighting

Input Voltage

Electric Shock Outdoor Beam angle Ambient
Temperature
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/ / e // //;' /r rle // 72/7 Certificate of Compliance
Model No.: RS-DMX500 (88612) P
DMX512 Controller with SD Card SCORLOF REISTRATION This is to certify that Mvlies ST o OGS G0 419
Output Signal: DMX512(1990) Tl P61 LED gkt T4 b She Quatiy Mshagemant Syt of e R ey
Input Voltage: DC12-24V LD Dy Pt Sl SHENZHEN RISE e :.TtEsz-“:'""w-:g—“—
Transmition speed: 250Kbps g T —— OPTOELECTRONICS CO., LTD. : B L
Remote distance: 50M PRI By B —— ) —. |
Power Consumption: <5W = o hiaor 5o vt i ol T
Memory: Depend on SD card s . o —— -
Connection Terminals: XLR, RJ45 T B eor-20ak _—— 'Em“mfﬁ'"' R
Size: L185*W120*H52mm ‘ e [ P P ) N IS D NEEN NN AL R L
P oo s Db pradam e s
e B I S AU & S 5 £ i
e et L B s S T T e rbF
Model No.: RS-DSP-12 (88604) ! ———

12 Way DMX512/RDM Signal Amplifier with ISOLATOR and Power Splitter .
— Input Signal: DMX512/RDM = . i
- ol Output Signal: 12way DMX512/RDM . i
= Signal Amplifier with Isolator
p - Input Voltage: AC/DC12-24V 2
B Ty T e LY Py - Output Voltage: 12way AC/DC12-24V sk 0 i G} e ’
“._h*ﬂﬂi"" . Connection Terminals: Green Terminals ST # S = 4
Do T ;_ Size: L165*W55*H40mm - :
—— Certificate of Compliance Certificate of Compliance Certificate of Compliance
e LT L T =
B . [r T T ex ) B anh_ e "““ﬂ:"""" l—u S
R ey . e %_mﬁ.‘?’_ﬁ_.__ e L e
m‘b——— o~ - B m@ iy e .mﬁ“
e e et htet,
Model No.: RS-DSC-24(88605) :_ *;’E%?:m e
2.4G Wireless DMX512/RDM Signal Converter - m-‘."__usﬁ-—- T u.-u-
h brioh 13 e e L ol Aol e ~
Input Voltage: AC/DC12V-24V - e I - e e i
Input Signal: DMX512/RDM (as signal emitter) E% oy A 1 i st b A e e s i
Output Signal: DMX512/RDM (as signal receiver) e 1 it e oy bt T e S e e e sty
Connection Terminals: XLR/Green Terminals i 1 (. i, S e S a1 M
Working Frequency section: 2.4GHz ISM band f_.__é— = ( G ;ﬂ—_—.é":‘ RoHS ==
126 channels frequency section W Fe T P
Receiver Sensitive: -106dbm [Pt — e e S —— S i — T —

Size: L110*W76*H48mm e e ————— —— . —

—— e ——— —— e m e mr mm mem kA S -

communication Distance: 700M — 0 ——— — - S — — o —— s & " —— . So— S — St § e o ——
et it i s 533 1 l 4 b i b —— s — B e )
——e

1} TEAT REPORT
Model No.: RS-DSA-01(88606) e 0 s m— RS
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DMX512/RDM Signal Amplifier St by ey .
Input Voltage: AC/DC12-24V e e e e = P y
Input Signal: 1way DMX512/RDM B 'mm___ o m—— e

Output Signal: 1Tway DMX512/RDM
IP grade: IP20/1P68
Size: L72*W66*H28mm(88606)
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Model No.: RS-DAE-02(88611)

DMX512 Address Editor

DMX512 writer / DMX512 coder

Ouput signal: DMX512

Input Vol.: AC/DC12V-24V

Function: To set DMX512 address/channels
for lamps before installation

Size: L100*W68*H40mm
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